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Dear Sommer cable customer,

We manufacture special requirement conductors by request.
If you could fill in this easy-to-use form and provide us with the required information, it will help us to give you a 
quote much faster. Best would be, if you could send us a template of the current cables in use, 
a data sheet or a blueprint. 
If none of the above is available, you can also use this form and provide us a little sketch of your requirements.

TYPE (i.e. LIY-CY, video cable / audio cable etc.):

SINGLE CABLE: MULTICORE: HYBRID:   FIBRE:

One-time order:      km         recurring order: km          est. demand/year km

Ring: Disposable cardboard reel: 

inside outside fix laying occasional movement permanent movement

Temperature range: °C K °F

Sketch specification diagram:

Page 1

USAGE:

QUANTITY: km

DESIRED DATE OF DELIVERY:

ORDER SETUP:

FIELD OF APPLICATION:

Disposable wooden reel:

ft ft km
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COMPOSITION / CONDUCTOR 1:

For hybrid cables: 

If hybrid with POWER LEADS:

single-core (solid): multi-core:          Litz diameter:  Copper blank: 

COMPOSITION / CONDUCTOR 2:

single-core (solid):          multi-core: mm      

COMPOSITION / CONDUCTOR 3:

single-core (solid):          multi-core: mm      

COMPOSITION / CONDUCTOR 4:

single-core (solid):          mm      

COMPOSITION / CONDUCTOR 5:

single-core (solid):         mm      

Max. Volt: Max. Ampere:

Power lead with additional coating insulated:

YES (suitable for free-hanging connections):

NO (i.e. for connections with multi pin connectors):

CONDUCTOR DIAMETER(mm²): Conductor 1: Conductor 2:
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multi-core:

multi-core:

Litz diameter:

Litz diameter:

Litz diameter:

Litz diameter:

mm      tin-plated: 

tin-plated: 

tin-plated: 

tin-plated: 

tin-plated: 

 Copper blank: 

 Copper blank: 

 Copper blank: 

 Copper blank: 

Conductor 3:

Conductor 4: Conductor 5:

Converter inches

inchesmm

mm



AUSSENMANTEL DER GESAMTLEITUNG:
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Farbe (RAL):               PVC:               PP:               PUR:

Halogenfrei:               Flammwidrig (FRNC):

Maximaler Gesamtsurchmesser:

Text / Bedruckung:

Logo:  Ja               Nein

Bedruckung Inkjet (kostenlos):               Bedruckung Druckrad (Einmalige Druckradkosten 350 EURO):

(bitte nur als Vectordaten zur Verfügung stellen)

GESAMTSCHIRMUNG: JA:   NEIN:

SCHIRMART:   Geflecht (C-Schirm):          Wendel (D-Schirm):         Aluminium Folie (ST):

 SCHIRM CU-Blank:         SCHIRM CU-Verzinnt:

Kundendaten

Firma:

Name, Vorname:

Kunden-Nummer:

Telefon:

eMail:

(falls bekannt)

+
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Fibre cable:

Singlemode:  9/125 µm Multimode:  50/125 µm Multimode:   62,5/125 µm

Fibre count:

Modes:

Quality grade: OM2 OM3 OM4 

OS2 OS3        

Sketch specification diagram:

Miscellaneous:
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AUFBAU/ LEITER 1:

Bei Hybridkabeln: 

Falls Hybrid mit STROMFÜHRENDEN KABELN:

Eindrähtig (massiv):          Mehrdrähtig:          Durchmesser Litze:                mm      Verzinnt:          Kupfer blank: 

AUFBAU/ LEITER 2:

Eindrähtig (massiv):          Mehrdrähtig:          Durchmesser Litze:                mm      Verzinnt:          Kupfer blank: 

AUFBAU/ LEITER 3:

Eindrähtig (massiv):          Mehrdrähtig:          Durchmesser Litze:                mm      Verzinnt:          Kupfer blank: 

AUFBAU/ LEITER 4:

Eindrähtig (massiv):          Mehrdrähtig:          Durchmesser Litze:                mm      Verzinnt:          Kupfer blank: 

AUFBAU/ LEITER 5:

Eindrähtig (massiv):          Mehrdrähtig:          Durchmesser Litze:                mm      Verzinnt:          Kupfer blank: 

Max. Volt:    Max. Ampere:

Stromadern zusätzlich mit Rundmantel isoliert:

JA (geeignet für fliegende Verbindung):

NEIN (bspw. für Verbindung im Multipinverbinder):

ADERNQUERSCHNITT(mm²):   Leiter 1:               Leiter2:               Leiter3:               Leiter4:               Leiter5:
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ANFRAGE FORMULAR FÜR KABEL/ LEITUNGEN
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Sehr geehrter SOMMER Cable Kunde,

Wir fertigen Sonderleitungen nach Ihren Anforderungen. 
Sie beschleunigen eine Angebotserstellung durch das Ausfüllen dieses übersichtlichen Anfrageformulars. 
Idealerweise senden Sie uns ein Muster Ihres bestehenden Kabels, ein Datenblatt oder eine Zeichnung. 
Liegt ihnen dies nicht vor, so können sie dieses Formular nutzen und evtl. eine einfache Handzeichnung anfertigen. 

LEITUNGSTYP (bspw. LIY-CY, Videokabel/Audiokabel etc.):

EINZELKABEL:               MEHRADRIG:               HYBRID:               Glasfaser:

Bedarf einmalig:       km         Bedarf kontinuierlich:   km          Jahresbedarf ca.                    km

Ring:   Einwegtrommel Pappe:   Einwegtrommel Holz:

Innen           Außen          Feste Verlegung          Gelegentliche Bewegung

Ständig bewegter Einsatz

Temperaturbereich:    °C    K    °F   

Handzeichnung:
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ANWENDUNG:

MENGE:   km

GEWÜNSCHTER LIEFERTERMIN:

LIEFERAUFMACHUNG:

EINSATZGEBIET:



OVERALL OUTER COATING:
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Colour (RAL): PVC: PP: PUR:

non-halogen: fire-resistant (FRNC):

Max Diameter: mm

Logo:          YES

Print with Print Wheel (one-off payment for the print wheel 350 EURO):

Text / Print:

OVERALL SHIELDING:   YES: NO:

TYPE OF SHIELDING: Mesh (C-Shield): Spiral (D-Shield): foil (ST): 

CU-Blank:         SHIELD CU-Tin-plated:

(please provide vector data only)

Print with Inkjet (free):

GMBH
Head Office Germany
Humboldtstraße 32-36
75334 Straubenhardt / Germany

Phone Verkauf /Sales
Phone Techn. Support
Fax
info@sommercable.com
www.sommercable.com

+49(0)7082/49133-0
+49(0)7082/49133-10
+49(0)7082/49133-11

NO
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Customer Details 

Company:

Last name, First name:

eMail:

Custom ID:
(if available)

Phone: +

SC -

You can contact our Support by phone from 
Monday to Thursday 8.30am to 5pm and 
Friday 8.30am to 4.30pm.

Should you have any enquieries about returns, please contact us via:

Phone +49(0)7082/49133-0

eMail: info@sommercable.com

GMBH
Head Office Germany
Humboldtstraße 32-36
75334 Straubenhardt / Germany

Phone Verkauf /Sales
Phone Techn. Support
Fax
info@sommercable.com
www.sommercable.com

+49(0)7082/49133-0
+49(0)7082/49133-10
+49(0)7082/49133-11
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